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SOLÉ GLOBAL
SERVICE

SOLÉ 
ADVANCE 
WARRANTY

GLOBAL PRESENCE 
60+ COUNTRIES

2,000+ SALES 
& SERVICE POINTS

EXPRESS SPARE 
PARTS SERVICE

GET MORE 
INFORMATION:

TYPE APPROVED 
GENERATOR SETS
• Wide range of models: standard TAC & TAC with 

Electronic Regulation (suitable for parallel operation)
• Solutions designed for demanding professional use.

GENERATORS 
IN PARALLEL

Parallel system 
implementation with 
a Plug & Play solution.

Dedicated controllers 
that automate 
synchronisation.

Frequency & voltage opti-
misation, simplifying insta-
llation and reducing costs.

European manufacturing 
with advanced technology 
and expert craftsmanship.

360° solutions 
for all types of vessels 

and markets.

Performance and reliability 
in any conditions.

More than 100 years 
of experience as a partner 

to the industry.

Comprehensive onboard 
solution: engines, genera-
tor sets & propulsion line.

Global service network 
with close technical support.



1500 RPM / 50Hz 1800 RPM / 60Hz

MODEL MAXIMUM POWER1 PRIME POWER2 MODEL MAXIMUM POWER1 PRIME POWER2 PHASES GOVERNOR TYPE
DIMENSIONS 
WITH CANOPY

DIMENSIONS 
W/O CANOPY

WEIGHT 
WITH CANOPY

WEIGHT 
W/O CANOPY EMISSIONS

(kWe) (kVA) (kWe) (kWe) (kVA) (kWe) (mm) (mm) (Kg) (Kg)
7 GS/GSC 6,6 6,6 6 8 GSA/GSAC 8 8 7,3 1 Mechanical / Electronic 892 x 560 x 608 773 x 560 x 561 220 198 EPA
8 GT/GTC 6,2 7,8 5,7 10 GTA/GTAC 7,5 9,4 6,8 3 Mechanical / Electronic 892 x 560 x 608 773 x 560 x 561 224 201 EPA
10 GS/GSC 9,4 9,4 8,5 12 GSA/GSAC 12 12 10,9 1 Mechanical / Electronic 1032 x 580 x 668 885 x 580 x 609 308 271 EPA
11 GT/GTC 8,4 10,5 7,6 14 GTA/GTAC 10,9 13,6 9,9 3 Mechanical / Electronic 1032 x 580 x 668 885 x 580 x 609 300 264 EPA
14 GS/GSC 13,9 13,9 12,6 17 GSA/GSAC 16,4 16,4 14,9 1 Mechanical / Electronic 1181 x 580 x 668 1036 x 580 x 612 344 294 EPA
17 GT/GTC 13,1 16,4 11,9 20 GTA/GTAC 15,6 19,5 14,2 3 Mechanical / Electronic 1181 x 580 x 668 1036 x 580 x 612 344 282 EPA

22 GSA/GSAC 22 22 20 1 Mechanical / Electronic 1182 x 632 x 739 1022 x 610 x 668 383 433 EPA
20 GS/GSC 20,1 20,1 18,3 25 GSA/GSAC 25,1 25,1 22,8 1 Mechanical / Electronic 1310 x 610 x 698 1140 x 610 x 662 426 402 NON EMISSION

28 GTA/GTAC 22 27,5 20 3 Mechanical / Electronic 1251 x 632 x 739 1088 x 610 x 668 382 437 EPA
25 GT/GTC 19,4 24,3 17,7 30 GTA/GTAC 24 30 21,8 3 Mechanical / Electronic 1310 x 610 x 698 1140 x 610 x 662 412 351 NON EMISSION
29 GS/GSC 28,4 28,4 25,8 32 GSA/GSAC 31,6 31,6 28,7 1 Mechanical / Electronic 1600 x 740 x 837 1422 x 740 x 783 714 680 NON EMISSION
35 GT/GTC 28 35 25,5 40 GTA/GTAC 31,2 39 28,4 3 Mechanical / Electronic 1445 x 630 x 788 1308 x 630 x 732 545 494 NON EMISSION
36 GS/GSC 36 36 32,7 1 Mechanical / Electronic 1605 x 740 x 841 1428 x 740 x 785 598 560 NON EMISSION
45 GT/GTC 36 45 32,7 54 GTA/GTAC 42,8 53,5 38,9 3 Mechanical / Electronic 1605 x 740 x 841 1428 x 740 x 785 598 560 NON EMISSION
50 GT/GTC 39,1 48,9 35,6 60 GTA/GTAC 46,6 58,3 42,4 3 Mechanical / Electronic 1875 x 840 x 848 1635 x 722 x 800 795 690 NON EMISSION
50 GS/GSC 50 50 44,5 1 Mechanical / Electronic 1903 x 840 x 848 1682 x 700 x 800 880 767 NON EMISSION
60 GS/GSC 60 60 53,6 1 Electronic 2150 x 865 x 1048 1700 x 792 x 968 1108 996 NON EMISSION
68 GT/GTC 54,7 68,4 49,7 84 GTA/GTAC 66,9 83,6 60,8 3 Mechanical / Electronic 1903 x 840 x 848 1682 x 700 x 800 869 759 NON EMISSION
85 GT/GTC 68 85 61,8 100 GTA/GTAC 77,8 97,3 70,8 3 Electronic 2150 x 865 x 1048 1760 x 865 x 968 1100 988 NON EMISSION
115 GT/GTC 90 112,4 82 120 GTA/GTAC 96 120 87,3 3 Electronic 2150 x 865 x 1048 1760 x 865 x 1011 1117 1010 NON EMISSION
165 GT/GTC 125,6 157 114,2 180 GTA/GTAC 125,6 157 114,2 3 Electronic 2350 x 865 x 1146 2079 x 804 x 1070 1630 1410 NON EMISSION

3000 RPM / 50Hz 3600 RPM / 60Hz
4 GSCH V3 3 3 2,7 4 GSACH V3 3,2 3,2 2,9 1 Mechanical 590 x 406 x 515 96 NON EMISSION
G-8M-3 8 8 7,3 1 Mechanical 845 x 482 x 568 165 NON EMISSION
G-8T-3 6,4 8 5,8 3 Mechanical 845 x 482 x 568 175 NON EMISSION
G-15M-3 15 15 13,6 1 Mechanical 1001 x 500 x 585 225 NON EMISSION
G-15T-3 12 15 10,9 3 Mechanical 1039 x 485 x 548 225 NON EMISSION
G-25M-3 25 25 22,7 1 Mechanical 1213 x 560 x 619 335 NON EMISSION
G-25T-3 20 25 18,2 3 Mechanical 1213 x 560 x 619 335 NON EMISSION

GENERATOR SETS 
POWER AND RELIABILITY
Scope of supply: Genset wiring, oil extraction pump, welded steel base frame, 
silentblocks, control panel, owner’s anual and alternator manual. FIXED SPEED VARIABLE SPEED

FIXED SPEED

VARIABLE SPEED

8 VSC 8 8 7,3 8 VSAC 8 8 7,3 1 Electronic 660 x 525 x 567 157 + 22 Inverter STAGE V
12 VSC 12 12 10,9 12 VSAC 12 12 10,9 1 Electronic 750 x 525 x 567 190 + 25 Inverter STAGE V

16 VSC 15.5 15.5 14.1 16 VSAC 15.5 15.5 14.1 1 Electronic 830 x 560 x 625 260 + 25 Inverter STAGE V

SCO 11 PANEL

Supplied with all generator 
sets

Certifications:

EPA generator sets are not compati-
ble with the use of HVO fuel. 

Aviable models in different wirings
and working voltages.

1 Maximum output: output supply at
maximum genset capacity. For futher
information, please check the leaflet.

2 Prime power: rated power accor-
ding to ISO 3046 and ISO 8528-1 
standards. 10% overload capacity 
permitted for one hour every 12 hours.

1 kW = 1,36 CV 
1 kW = 1,36 HP (metric) 
1 kW = 1,36 CH

Technical specifications and presenta-
tion are subject to change without
prior notice.


